






AVAILABILITY AND PACKAGING 

PROMARINE® panels are supplied ex-factory either as plain

panels, ready for laminating by the client, or as tailor-made

laminated panels, bonded with the client’s choice of approved

surface coatings e.g. HPL, stainless or galvanised steel,

aluminium sheets, vinyl, wallpaper etc.

Laminated panels can be cut, and packed, to clients’

specification using our optimisation computer-cutting

programme, which minimises material wastage and eliminates

time-consuming, on-site handling.
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PROMARINE®-640 Plain Finish

Thickness Nominal Dry  No. per

(mm) Weight (kg/m2) Standard Pallet

9.5 6.1 80 

12.7 8.1 60

15.9 10.2 50

19.1 12.2 40

22.2 14.2 35

25.4 16.3 30

31.8 20.4 24

PROMARINE®-640 Laminated with 0.8mm HPL

Thickness Nominal Dry No. per

(mm) Weight (kg/m2) Standard Pallet

9.5 8.5 60 

12.7 10.5 50

15.9 12.6 40

19.1 14.6 35

22.2 16.6 30

25.4 18.7 25

31.8 22.8 20

PROMARINE®-450 Plain Finish

Thickness Nominal Dry No. per

(mm) Weight (kg/m2) Standard Pallet

16 7.2 55

19 8.6 45

PROMARINE®-450 Laminated with 0.8mm HPL

Thickness Nominal Dry No. per

(mm) Weight (kg/m2) Standard Pallet

16 9.6 50

19 11.0 40

PROMARINE® SOLUTIONS



SPECIALIST SERVICES

Material Take Off

Promat Marine Division can produce

a detailed material take off (Bill of

Quantities) upon receipt of general

arrangement drawings either via e-mail

or as hard copies. Marked up drawings

are then returned with our full commercial

quotation. This service is offered free of

charge.

Postforming

PROMARINE® panels can be postformed

to produce both internal and external

corners. This can greatly increase the

aesthetic appeal of any interior design

while maintaining fire integrity. 

Available with various radii and leg

lengths to suit most

situations, postformed

corners are viable

alternatives to steel

sections. PROMARINE®

panels can also be supplied

as non-combustible vanity

units and worktops,

postformed with either half

round or full round edges.

Toilet Cubicles

PROMARINE® panels can

be supplied as toilet

cubicles, complete with

all necessary fixtures and

fittings, including doors,

hinges, locks etc.

Galley Linings

PROMARINE® panels can be bonded

with all grades of stainless steel, making

it ideal for the lining of galleys, store

rooms and refrigeration spaces.

Access Hatches

PROMARINE® panels can be supplied

complete with all necessary framework

as ‘C’ class hatches for access to

services located behind fire rated

bulkheads and ceilings. Access hatches

can be supplied in any dimension, and

finished in matching laminate to

surroundings.
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FIRE RESISTANT

GLASS 

Fire Rated Glass Partitions

and Doors

PROMARINE®-SYSTEMGLAS

is a fire rated full height

seamless glass partition and

door system for marine and

offshore use. 

Ideally suited for duty free

areas, restaurants, bars or

general viewing areas,

PROMARINE®-SYSTEMGLAS

is available clear, tinted or

etched, or as a combination

of all options. 

To provide full transparency,

any vertical and/or horizontal

joints between the glass are

filled with PROMASEAL®

translucent fire rated mastic. 

The perimeter framework of

the partition utilises slender

50mm x 20mm steel hollow

sections which can be powder

coated to match surroundings. 

PROMARINE®-SYSTEMGLAS

doors can be supplied as either

single or double leaf opening,

with closures surface or floor

mounted. Frames are of steel

hollow section and can be powder coated to match the

partition framework. 

PROMARINE®-SYSTEMGLAS has been strenuously fire

tested far beyond existing marine standards and is available

with a ‘B15’ class fire rating. It should be noted that

PROMARINE®-SYSTEMGLAS can potentially be a long lead

time product, therefore early discussions regarding customer

requirements are recommended.
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FIRE STOPPING PRODUCTS

Range of Fire Stopping Systems

PROMASEAL® is a comprehensive range of fire stopping

products designed to be cost effective, simple to install and

offering outstanding fire performance.

PROMASEAL® Unicollar

PROMASEAL® Unicollar is a unique, patented method of

protecting plastic pipes that pass through fire rated bulkheads

and ceilings. This is achieved by an intumescent reaction that

prevents the passage of fire and smoke through openings that

form if plastic pipes are exposed to fire, maintaining fire

integrity. The system is supplied in a continuous strip and is

simply cut to length to suit required pipe diameter.

PROMASEAL® Sealant

PROMASEAL® Sealant can be supplied in either intumescent

or silicone forms, and is used to seal gaps and small holes

around fire rated bulkheads and ceilings.

PROMASEAL® Pillows

PROMASEAL® Pillows are used to maintain integrity of fire

rated bulkheads and ceilings, when services are subject to

change and alteration, i.e. during vessel re-fit.

PROMASEAL® Fire Curtain

PROMASEAL® Fire Curtain is used to form vertical barriers

in the void space between the ceiling and underdeck in

accommodation areas to prevent the passage of fire, and

perhaps more importantly, stop the spread of smoke reaching

adjacent areas.

PROMASEAL® Fire Curtain is a white, plain weave fabric,

woven from glass fibre yarns and post treated with silicone

based coatings, and is available in 25m x 1.55m rolls.

A comprehensive PROMASEAL® brochure is available

upon request.
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PJ-1A C Spline

Length: 2500mm

Thickness: 0.8mm

Weight: 0.44kg/m

Finish: Zintec

Note: Install with flat face toward 

decorative side of panel.

RJ-29-S Double Omega

Length: 2500mm

Thickness: 0.8mm

Weight: 0.66kg/m

Finish: Zintec

Powder coated 

Stainless steel

Note: Supplied complete with 

fixing screws.

RJ-28-US Single Omega with ‘U’ Channel

Length: 2500mm

Thickness: 0.8mm Omega

1.2mm Channel

Weight: 0.68kg/m

Finish: Zintec 

Powder coated 

Stainless steel

Note: Supplied complete with fixing screws.

PC-17-G Top Channel

Length: 2500mm

Thickness: 1.5mm

Weight: 1.41kg/m

Finish: Zintec 

Powder coated 

Stainless steel

Note: Available with self-adhesive 

anti-vibration gasket.

PC-15-E Bottom Channel

Length: 2500mm

Thickness: 1.5mm

Weight: 0.7kg/m

Finish: Zintec 

Powder coated 

Stainless steel

Note: Available with self-adhesive 

anti-vibration gasket.
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PA-30-B / PV-05 Internal Angle c/w Cover Strip

Length: 2500mm

Thickness: 0.8mm

Weight: 0.51kg/m

Finish: White

Beige

Note: Install using only No.6 x 16mm 

long countersunk screws supplied.

PA-50-B / PV-06 External Angle c/w Cover Strip

Length: 2500mm

Thickness: 1.2mm

Weight: 1.16kg/m

Finish: White

Beige

Note: Install using only No.8 x 16mm 

long panhead screws supplied.

PA-5-B / PA-10-B Equal Angles

Length: 2500mm

Thickness: 1.5mm

Weight: 0.56kg/m PA-5-B

1.15kg/m PA-10-B

Finish: Zintec

Powder coated 

Stainless steel

Note: Also available with various 

lengths and angles.

SK-01 / SK-02 Skirting

Length: 2500mm / 5000mm

Thickness: 1.5mm

Weight: 0.2kg/m

Finish: Dark Grey 

Dak Brown

Note: Other colours available, subject 

to minimum order quantities.

PV-03 / PV-04 / PS-24 Omega Cover Strips

Length: 2500mm

Thickness: 1.2mm PV-03/04

0.8mm PS-24

Weight: 0.7kg/m PV-03/04

0.17kg/m PS-24

Finish: White / Beige PV-03/04

Zintec / Powder coated / 

Stainless steel PS-24

Note: PV-04 supplied with matching 

laminate insert.

PV-03 PV-04 PS-24
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PC-30-T Perimeter Channel

Length: 2500mm

Thickness: 1.2mm

Weight: 0.94kg/m

Finish: Zintec

Note: Supplied pre-pierced for ease 

of installation.

PC-40-U Main Channel

Length: 2500mm

Thickness: 1.2mm

Weight: 0.88kg/m

Finish: Zintec 

Note: Main channels can also be 

supplied as noggins at 

pre-determined lengths.

RJ-28-S Single Omega

Length: 2500mm

Thickness: 0.8mm 

Weight: 0.33kg/m

Finish: Zintec 

Powder coated 

Stainless steel

Note: Omega cover strips PV-03, PV04 or 

PS-24 should be fitted after installation.

PA-30-B / PV-05 Internal Angle c/w cover strip

Length: 2500mm

Thickness: 0.8mm

Weight: 1.51kg/m

Finish: White

Beige

Note: Install using No.6 x 16mm long 

(wall), No.6 x 25mm Lg (ceiling) 

countersunk screws supplied.

H300 Hanger Angle

Length: 2500mm

Thickness: 1.5mm

Weight: 0.5kg/m

Finish: Zintec 

Note: For voids up to 300mm. Other 

lengths available to suit various 

void spaces. Tack weld or bolt 

to underdeck.
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CB-2-40 Straight Connector

Length:  –

Thickness: 0.8mm

Weight: 0.074kg each

Finish: Zintec

Note: Install using standard pilers.

CB-3-40 Three Way Joint

Length: –

Thickness: 0.8mm

Weight: 0.038kg each

Finish: Zintec

Note: Install using standard pilers.

CB-4-40 Four Way Joint

Length: –

Thickness: 0.8mm

Weight: 0.076kg each

Finish: Zintec

Note: Install using standard pilers.

HA-40 Adjustable Hanger Assembly

Length: –

Thickness: –

Weight: 0.06kg each

Finish: Zintec

Note: Anti-vibration gasket can be 

installed to minimise possible 

sound transmission.

Adjustable hanger comprises:

1. PC-105 

Pre-drilled channel c/w 2 screws

2. HB-40

Hanger Bracket

3. SB-55

M6 Spidle Bolt c/w Nyloc Nut

4. UN-15

‘U’-nut c/w locking screw

5. Anit-vibration gasket

1

4

5

3

2



PROMAT UK LIMITED

MARINE DIVISION

348 Petershill Road, Glasgow, G21 4AU, Scotland, United Kingdom

Telephone: +44 (0) 141 630 4455  Fax: +44 (0) 1344 381 380

Technical Services Department: Telephone: +44 (0) 1344 381 400  Fax: +44 (0) 1344 381 401

E-mail: marine@promat.co.uk   www.promat-marine.com




